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REGLET
POUR IN PLACE

TYPE CO - Concrete
Description: Reglet and Counter flashing system (2-piece, 
spring-action type). Available in copper, stainless steel, 
aluminum and galvanized steel.
Application: CAST-IN-PLACE CONCRETE. Not 
recommended for tilt-up construction (requires special 
provision to insure proper alignment between concrete 
panels).
Special Features: Factory-provided removable foam insert 
protects slot from obstruction during concrete pours.

TYPE MA - Masonry
Description: Reglet and counter flashing system (2-
piece spring-action type). Reglet with 1-1/2" flange and 
counter flashing are available in copper, stainless steel, 
aluminum and galvanized steel. Reglet with 4" flange is 
available in copper, stainless steel and steel.   
Application: BRICK or CONCRETE MASONRY UNIT (CMU).
Special Features: Reglet is available with 1-1/2" 
horizontal flange (Reglet Type MA-1.5) for brick and 4" 
horizontal flange (Reglet Type MA-4) for CMU.		

TYPE SM - Surface Mount
Description: Reglet and counter flashing system (2-
piece, spring-action type). Available in copper, 
stainless steel, aluminum, and galvanized steel.
Application: SURFACE MOUNT (pre-cast concrete, 
tilt-up concrete and retrofit applications over 
concrete, brick, and CMU). Requires sealant (silicon or 
polyurethane).
Special Features: Reglet supplied with neoprene-faced 
stainless steel washer for proper fastening.

No. Size Wt/Pc (lbs) Lf/Ctn
FRY CO-G 26 ga. galv. x 10' 2.0 250
FRY FLASH-G 26 ga. galv. x 10' 1.7 250

No. Size  Wt/Pc (lbs) Lf/Ctn 
FRY MA-G 1-1/2"x24 ga. galv. x 10' 2.7 250
FRY FLASH-G 26 ga. galv. x10' 1.7 250

No. Size Wt/Pc (lbs) Lf/Ctn
FRY SM-G 24 ga. galv. x 10' 2.0 250
FRY FLASH-G 26 ga. galv. x 10' 1.7 250
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NOTE: 
1. LAP ADJACENT LENGTHS OF 
REGLET 1". 
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3. FASTENER: 
A. CONCRETE SUBSTRATE ONLY: 1" 
DRIVE PIN. 
B. CONCRETE, BRICK OR CMU 
SUBSTRATE: RAWL LITE SPIKE. 
C. METAL OR WOOD 
FRAMING: 8X1" TEK SCREW.
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FASTENER (INSTALL W/ FACTORY-SUPPLIED NEOPRENE BACKED 
STAINLESS STEEL WASHER)
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